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Hook top of cover on base
and press downward on
\ top face to snap in place O
®
0
@
Factory pre-notched
— Duro-TECH™ membranes — Approved sealant
_ ™ i
TECH-Bond™ adhesives AllTerm® cover
3/4 in. &\ / AllTerm base
(19 mm) i _/_
' Approved fasteners
to be installed in all
7 pre-punched holes
Approved insulation,
cover board, and/or £ Contractor responsible to
vapor barrier (Note 3) cover any exposed wood
< THHH ~=——— nailers with metal fla_shlng or
v approved edge detail by a
minimum of 1 in. (25 mm)
Wood nailer (Note 2) — Note: Second row of
fasteners required for
6 in. (152 mm) face and
larger (holes provided)
Note 1: Overlap each 10 ft (3 m) length of base by 1 in. (25 mm). Overlap the covers by
1-1/2 in. (40 mm) utilizing the pre-notched end on 10 ft (3 m) lengths.
Note 2: Refer to General Requirements for wood nailer requirements.
Note 3: Refer to specifications for vapor barrier, insulation, and cover board requirements.
[REVISED:  06/16/2026 TPO EDGE DETAIL FOR ADHERED NON FLEECE SYSTEMS )
PREVIOUS: 09/26/2025 ALLTERM®
(SCALE: NONE NEW CONSTRUCTION OR RE-ROOF y




